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comply with the requirements in 
§§ 63.1955(b) and 63.1960 through 63.1980 
by the date your landfill is required to 
install a collection and control system 
by 40 CFR 60.752(b)(2) of subpart WWW. 

(d) If your landfill is an existing af-
fected source and is a major source or 
is collocated with a major source, you 
must comply with the requirements in 
§§ 63.1955(b) and 63.1960 through 63.1980 
by the date your landfill is required to 
install a collection and control system 
by 40 CFR 60.752(b)(2) of subpart WWW, 
the Federal plan, or EPA approved and 
effective State or tribal plan that ap-
plies to your landfill or by January 13, 
2004, whichever occurs later. 

(e) If your landfill is a new affected 
source and is an area source meeting 
the criteria in § 63.1935(a)(3), you must 
comply with the requirements of 
§§ 63.1955(b) and 63.1960 through 63.1980 
by the date your landfill is required to 
install a collection and control system 
by 40 CFR 60.752(b)(2) of subpart WWW. 

(f) If your landfill is an existing af-
fected source and is an area source 
meeting the criteria in § 63.1935(a)(3), 
you must comply with the require-
ments in §§ 63.1955(b) and 63.1960 
through 63.1980 by the date your land-
fill is required to install a collection 
and control system by 40 CFR 
60.752(b)(2) of subpart WWW, the Fed-
eral plan, or EPA approved and effec-
tive State or tribal plan that applies to 
your landfill or by January 16, 2004, 
whichever occurs later. 

§ 63.1947 When do I have to comply 
with this subpart if I own or oper-
ate a bioreactor? 

You must comply with this subpart 
by the dates specified in § 63.1945(a) or 
(b) of this subpart. If you own or oper-
ate a bioreactor located at a landfill 
that is not permanently closed as of 
January 16, 2003 and has a design ca-
pacity equal to or greater than 2.5 mil-
lion Mg and 2.5 million m3, then you 
must install and operate a collection 
and control system that meets the cri-
teria in 40 CFR 60.752(b)(2)(v) of part 60, 
subpart WWW, the Federal plan, or 
EPA approved and effective State plan 
according to the schedule specified in 
paragraph (a), (b), or (c) of this section. 

(a) If your bioreactor is at a new af-
fected source, then you must meet the 

requirements in paragraphs (a)(1) and 
(2) of this section: 

(1) Install the gas collection and con-
trol system for the bioreactor before 
initiating liquids addition. 

(2) Begin operating the gas collection 
and control system within 180 days 
after initiating liquids addition or 
within 180 days after achieving a mois-
ture content of 40 percent by weight, 
whichever is later. If you choose to 
begin gas collection and control system 
operation 180 days after achieving a 40 
percent moisture content instead of 180 
days after liquids addition, use the pro-
cedures in § 63.1980(g) and (h) to deter-
mine when the bioreactor moisture 
content reaches 40 percent. 

(b) If your bioreactor is at an exist-
ing affected source, then you must in-
stall and begin operating the gas col-
lection and control system for the bio-
reactor by January 17, 2006 or by the 
date your bioreactor is required to in-
stall a gas collection and control sys-
tem under 40 CFR part 60, subpart 
WWW, the Federal plan, or EPA ap-
proved and effective State plan or trib-
al plan that applies to your landfill, 
whichever is earlier. 

(c) If your bioreactor is at an existing 
affected source and you do not initiate 
liquids addition to your bioreactor 
until later than January 17, 2006, then 
you must meet the requirements in 
paragraphs (c)(1) and (2) of this section: 

(1) Install the gas collection and con-
trol system for the bioreactor before 
initiating liquids addition. 

(2) Begin operating the gas collection 
and control system within 180 days 
after initiating liquids addition or 
within 180 days after achieving a mois-
ture content of 40 percent by weight, 
whichever is later. If you choose to 
begin gas collection and control system 
operation 180 days after achieving a 40 
percent moisture content instead of 180 
days after liquids addition, use the pro-
cedures in § 63.1980(g) and (h) to deter-
mine when the bioreactor moisture 
content reaches 40 percent. 

§ 63.1950 When am I no longer re-
quired to comply with this subpart? 

You are no longer required to comply 
with the requirements of this subpart 
when you are no longer required to 
apply controls as specified in 40 CFR 
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